
DESIGN FEATURES

BAGHOUSE
Dust 
Collector

Responsive Service & Support
Rugged Construction. Reliable Performance

Clearing the Air for a
CLEANER ENVIRONMENT

•  12, 10 or 7 gauge reinforced steel housing to withstand +/- 20 to 35” w.c. 

•  Available in roof top lift-off doors or full walk-in clean air plenums design to 

access, top load, snap band type filters

•  Structural designed to withstand 100 MPH = Zone 3 seismic loads

• Solid state, Dwyer Series DCT1000 Pulse timer controller with built-in pressure 

module for on-demand cleaning in a NEMA 4X enclosure

• 60 deg. sloped hopper walls (min.) with pre-drilled discharge flange to mount 

secondary materials handling equipment

• Shop mounted and tested compressed air headers for easy source 
connection(s)

• Pre-drilled flanged inlet and outlet

• 24” sq. Bolt-on or hinged hopper access door(s)

• Unit comes complete with grade to upper maintenance roof/platform ladders 

and safety hand railing per OHSA requirements

• Each baghouse comes complete with one full set of filters bag and cages. 

Many media types available. 

• Each baghouse comes with a complete set of assembly drawings and 

operation and maintenance manual. 

• Onsite technician field technician services are available upon request.

w w w.usair �l t rat ion.com

info@usair �l t rat ion.com
CALL TODAY

888.221.0312

U.S. Air Filtration was established in 1987 to serve 

the needs of industries requiring air pollution control 

systems. We are your single source supplier for all your 

dust collection equipment, parts, and  �lters. We pride 

ourselves in our ability to bring true quality and savings to 

our customers, helping them run their businesses more 

e�ciently. Our relationships with our current customers 

stands as a testimony to this focus in our organization.   

Our MISSION 

www.usairfiltration.com | info@usairfiltration.com 

10278 County Road 2213, Tyler, TX 75707


